
LICENSE PLATE RECOGNITION
TICKETING AND ID SYSTEMS
PRS3500Series
GateSet PRS3500 License Plate Recognition provides state of the art vehicle access inspection with success 
rate of 98,2% in daylight and 99,2% in nighttime. The system is ideal for a broad range of use from high-speed, 
highway traffic inspection to parking lot management of facilities such as hospitals, business centers, residential 
buildings, government/military compounds and shopping malls. Advanced functions of PRS3500 Series includes 
extensive activity report for each recorded license plate along with assignment and warning for banned vehicles. 
System is designed to easily integrate with parking management/guidance and access control products such as 
ticketing systems and rising arm barriers.

License Plate Recognition Features

LPR Camera Mounting Options and Dimensions*

LPR Camera Features

Access Control

Usage Areas

Military Sites
Government Offices
Police Headquarters
Research Centers
Embassies
Airports
Industrial Areas
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Technical Inquiries: technical@gateset.com.tr

Project Related Inquiries: project@gateset.com.tr

P 00902122278020 
Kozyatağı Mah. Bayar Cad. No:72/7 Kadıköy 34742 Istanbul/TURKIYE

www.gateset.com.tr

Technical Specifications*

LPR VERSION
BARRIER TRIGGER
TRIGGER INTERFACE
REPORTS
ARCHITECTURE

ACTIVATION SUPPORT

IMAGE SENSOR		
EFFECTIVE PIXELS		
RAM/ROM		
SCANNING SYSTEM	
ELECTRONIC SHUTTER SPEED	
MINIMUM ILLUMINATION	
S/N RATIO		
IR DISTANCE		
IR ON/OFF CONTROL	
IR LEDS			 
LENS TYPE		
MOUNT TYPE		
FOCAL LENGTH		
MAX. APERTURE		
ANGLE OF VIEW		
FOCUS CONTROL		
CLOSE FOCUS DISTANCE	
POWER SUPPLY		
POWER CONSUMPTION
WARRANTY

GUVIS Plate v2.0
Manual with Software button. Auto Trigger for White-Listed Vehicles can be turned on/off.
Dry Contact with adjustable duration from Serial Port (standard) Ethernet (optional with additional relay card) 
Date, Time and License Plate based Search and Monitoring  
Service runs on Server, Simultaneous Monitoring Supported up to 4 Clients (computers and accessories 
are not included)
Free Online Support for first installation and activation. Further support requests might be charged

1/2.8”2Megapixel progressive CMOS
1920(H) x1080(V)					
256MB/16MB					
Progressive
Auto/Manual 1/3 s–1/100000 s
0.1Lux/F1.4(Color), 0Lux/F1.4(IR on)				
More than 50dB						
Distance up to 60m(197ft)					   
Auto/ Manual						    
4							     
Motorized vari-focal				  
Pole Mount (standard), Junction Box (optional)					
2.7mm~13.5mm						
F1.4							     
H:99°~37°, V:52°~21°						    
Motorized (-ZS),Manual(-VFS)					   
0.3m							     
DC12V PoE (802.3af)(Class 0)					
<9.4W
Two (2) Years

Albania, Algeria, Argentina, Australia, Austria, Azerbaijan, Belarus, Belgium, Bolivia, Bosnia and  
Herzegovina, Botswana, Brazil, Bulgaria, Cambodia, Cameroon, Canada, Cape Verde, Chile, Colombia, 
Costa Rica, Croatia, Cuba, Cyprus, Czech Republic, Democratic Republic of the Congo, Denmark, East 
Timor, Ecuador, El Salvador, Estonia, Finland, France, Georgia, Germany, Ghana, Greece, Guatemala, 
Honduras, Hungary, Iceland, India, Indonesia, Ireland, Israel, Italy, Jordan, Kazakhstan, Kenya, Kyrgyzstan, 
Latvia, Lebanon, Lithuania, Luxembourg, Macao, Malaysia, Myanmar, Namibia, Netherlands, Norway,  
Pakistan, Palestine, Paraguay, Peru, Philippines, Poland, Portugal, Puerto Rico,Republic of the Congo, 
Romania, Russia, Singapore, Slovakia, Slovenia, South Africa, Spain, Sri Lanka, Sweden, Switzerland, 
Tanzania, Turkey, United Kingdom, Ukraine, Uruguay, Uzbekistan, Venezuela, Vietnam

* Subject to change depending on design or project needs without prior notice

* Subject to change depending on design or project needs without prior notice

PRS3500Datasheet v.2.0

PRS3500Datasheet v.2.0

In terms of camera component, PRS3500 Series are brand or model independent. The system is compatible with all IP cameras 
which feature Real Time Streaming Protocol. In standard configuration, PRS3500 comes with 2MP Lite AI IR Vari-focal Bullet Network 
Camera.

Web-based interface which comes with extensive features such as guest and personnel entry/exit data logging, audible and visual 
alarm for blacklisted persons; notification to facility personnel for white-listed guests.

PRS3500 Series provides one of the best plate recognition rates in the market with a success ratio of 98.2% accuracy in daylight and 
99.2% at night.

When integrated with UVS2000 System, a range of plate recognition up to 15 meters is available. In cases where PRS3500 System 
is used on the highways for various other purposes such as speed control, toll management and security check, recognition range 
can be extended up to 40 meters and the system can identify the license plate of vehicles traveling at a maximum speed of 200 km/h 
(requires additional hardware).

Camera Independent System

Multi-functional Software

Precise Plate Detection

Wide Usage Range

TICKETING & 
ID SYSTEMS

TICKETING & 
ID SYSTEMS

Operating Conditions -30°C to +60°C  (-22°F to +140°F)/less than≤95%

Strorage Conditions -40°C to +60°C  (-40°F to +140°F)

Ingress Protection IP67

Structure

Casing Metal 

Dimensions 244.1 mm × 79.0 mm × 75.9 mm
 (9.6" × 3.1" × 3.0") (L × W × H)

Net Weight 820 g (1.8lb)

Gross Weight 1090 g (2.4lb)

Ordering Information

Type Part Number Description

2MP
Camera

DH-IPC-HFW3241TP-ZAS 2MP Lite AI IR Vari-focal Bullet 
Network Camera,PAL

DH-IPC-HFW3241TN-ZAS 2MP Lite AI IR Vari-focal Bullet 
Network Camera,NTSC

Accessories
(optional)

PFA130-E Junction Box

PFA152-E Pole Mount

PFM321D DC12V1A Power Adapter 

LR1002-1ET/1EC Single-port Long Reach Ethernet 
Over Coax Extender

PFM900-E Integrated Mount Tester

PFM114 TLC SD Card
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Accessories

Optional:
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Lite AI Series |DH-IPC-HFW3241T-ZAS

GUVIS Plate Imaging Software

Current Scan

Reports

Pole Mount (standard) Junction Box (optional) Dimensions (mm[inch])

White - Black
Lists

ROI Config

Fast Monitoring with Accurate Recognition	

Plate and Time Based Search and Monitoring

Vehicle Registration or Banning 

Easy Configuration for Region of Interest 

www.dahuasecurity.com

DH-IPC-HFW3241T-ZAS
2MP Lite AI IR Vari-focal Bullet Network Camera

· 2MP, 1/2.8” CMOS image sensor, low illuminance, high image definition

· Outputs max. 2MP (1920 × 1080)@30 fps 

· H.265 codec, high compression rate, low bit rate          

· Built-in IR LED, max. IR distance: 60 m 

· ROI, SMART H.264+/H.265+, flexible coding, applicable to various 

  bandwidth and storage environments

· Rotation mode, WDR, 3D DNR, HLC, BLC, digital watermarking, 

  applicable to various monitoring scenes

· Intelligent detection: Intrusion, tripwire

· Abnormality detection: Motion detection, video tampering, scene 

changing, audio abnormality detection, no SD card, SD card full, SD card 

  error, network disconnection, IP conflict, illegal access, voltage 

  detection

· Alarm: In, out; Audio: In, out; Supports max. 256 G Micro SD card  

· 12V DC/POE power support 

· IP67, IK10(optional) protection

· SMD 

Lite AI Series |DH-IPC-HFW3241T-ZAS

2Mp
IP67

H.265+ Starlight Perimeter

 System Overview

With advanced deep learning algorithm, Dahua Lite AI series network
camera supports some intelligent functions, such as perimeter
protection and smart motion detection. It adopts starlight solution,
which makes a better image effect in low illuminance.

 Functions

Smart (H.265+ & H.264+)
Adopting advanced algorithm of auto stream control according to the
environment, Dahua smart encoding technology realizes the higher
efficiency than (H.265 & H.264 ), providing high-quality video, and
reducing the cost of storage and transmission.

Wide dynamic range (WDR)
Dahua adopts advanced Wide Dynamic Range (WDR) technology. You
can get clear details in the environment of strong brightness contrast.
In high brightness and back-light environment, bright region and dark
region with strong light source, you can also get clear images.

Starlight
Dahua Starlight technology mainly applies to the environment of
low illumination, and it can provide clear colorful video. Even in the
environment of min. illumination, the technology can guarantee the
good image effect.

Intelligent Video Analysis (IVS)
With advanced video algorithm, Dahua camera supports intelligent
detection, such as tripwire and intrusion and so on.

Smart Motion Detection (SMD)
With intelligent algorithm, Dahua Smart Motion Detection technology
can effectively recognize the target types, flitting the motion detection
alarm triggered by non-concerned target types. It can realize effective
and accurate alarm.

Protection (IP67, wide voltage)
IP67:  The camera passes a series of strict test on dust and soak. It has
dust-proof function, and the enclosure can works normal after soaking
in 1 m deep water for 30 minutes.
Wide voltage: The camera allows ±30% input voltage tolerance (wide
voltage range), and it is widely applied to outdoor environment with
instable voltage.

GUVIS PLATE SOFTWARE 

LPR CAMERA

SUPPORTED COUNTRIES


